Containerized Commercial & Industrial ESS

This product is designed as the movable container, with its own energy storage system,
compatible with photovoltaic and utility power, widely applicable to temporary power

use, island application, emergency power supply, power preservation and backup.

SCANDPOINT

ALWAYS ON P®INT

Integrated LFP batteryand  Conwvenient transportation  High reliability of the heat  Low loss and high safety with
ligent fire control m dissipation design system P! control design
| ture regulation: integration

= @ e

comm jon _ Strong environmental Ability to withstand high
foreasysystem | adaptability with IP55 and low valtage variations
nt and scheduling protection level

(i

I

‘

| |

|
4

-

IR0

@Abundant

(DFriendly&Flexible Configuration

@Safe&Reliable ®Intelligent&Efficient

*Standardized design,

/

|

|

I e Support battery
| easy for capacity

|

|

|

|

|

/

|

|

| ) )
*Support real-time online

| management system and

|

|

|

|

|

monitoring of system status;
el arge capacity, long life,
high discharge rate.
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Part number 250kW/516kWh

DC Data

Battery inf

Battery chemistry Lithium Iron Phosphate(LiFePO4)
Cydle life 26000(@25 ‘C, 0.5C/0.5C)
Cell spec 3.2V 280Ah
Battery module capacity 51.2V 280Ah(14.336kWh)
String configuration 3P 1928
Number of strings 9

Battery bank capacity 614.4V 840Ah(516.096kWh)
DC input(battery side)

DC input voltage 420~850V

Max charge power 300/360KW
Communication CAN/Rs485

Max PV input power 300/360KW
Number of MPP trackers 5/6

Max input voltage 1000V

MPPT voltage range 250~850V/

MPPT full load voltage range 450~850V

AC Data

Output (On grid)

Rated output power 250KW

Max output power 275KVA

Max output current 361A

Rated grid voltage 3/N/PE, 230V/400Vac
Rated grid frequency 50Hz / 60Hz
THDI(@Rated power) <3%

Power factor 1 leading ~ 1 lagging
Isolation transfomer ratio 270/400

Rated output power 250KW

Max output power 275KVA

Max output current 361A

Rated voltage 3/N/PE, 400Vac
Rated frequency 50Hz / 60Hz

THDu <1% @linear load; <5% @non-linear load;
Overload capacity 110% continuous, 120% 1 min
Efficiency

Max efficiency 98.40%
European efficiency 97.50%

Battery chargefdischarge efficiency 97.50%
Dimension(W*D*H) 6060*2440*2590mm
Weight of the whole system <5T

Degree of protection P54

@ Suite C134, Ikota Shopping Complex, VGC, Lekki, Lagos.
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